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OFF GRID MODULE

Monocrystalline 5W ~ 200W
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Long weather resistance
Excellent anti-PID (Potential Induced Degradation)
Certified in fireproofing for safety

Excellent power generation performance
Guaranteed 0~+3% positive rated power tolerance ensures
more power generation every day

Lower temperature coefficient
Improved temperature coefficient decreases power
loss in the high temperature application.

Stable mechanical performance
Passed rigorous hail test
Withstands 5400Pa snow and 2400Pa wind loads

Superior quality control
1ISO 9001:2015 Quality Management System
100% EL and appearance inspection

Low-light Performance
Advanced glass and solar cell surface texturing allow for
excellent performance in low-light environments.




MONOCYSTALLINE 36 CELLS
OFF GRID MODULE

5W~200W

5W~50W Specifications (STC)

Module CLM-005M CLM-010M CLM-020M CLM-030M CLM-040M CLM-050M

Peak Power Watts(Pmax/W) 5 10 20 30 40 50

Power Output Tolerance(W) 0~ +3%

Maximum Power Voltage(Vmp/V) 18.6 18.6 19.0 19.0 19.0 19.0

Maximum Power Current(Imp/A) 0.27 0.54 1.06 1.58 2.11 2.64

Open Gircuit Voltage(Voc/V) 22.6 22.6 23.0 23.0 23.0 23.0

Short Circuit Current(lsc/A) 0.29 0.58 1.14 1.71 2.28 2.86

Module Dimension(mm) 230x185x17 345x230x17 360x345x25 545x345x25 670x375%25 825x%365x25

Module Weight(Kg) 0.4 0.8 14 2.0 2.7 3.2
60W~120W Specifications (STC)

Module CLM-060M CLM-075M CLM-075M CLM-080M CLM-100M CLM-120M

Peak Power Watts(Pmax/W) 60 75 75 80 100 120

Power Output Tolerance(W) 0~ +3%

Maximum Power Voltage(Vmp/V) 19.0 19.0 19.0 19.0 19.0 19.0

Maximum Power Current(Imp/A) 3.16 3.95 3.95 422 5.27 6.32

Open Circuit Voltage(Voc/V) 23.0 23.0 23.0 23.0 23.0 23.0

Short Circuit Current(lsc/A) 3.43 4.29 4.29 4.57 5.72 6.86

Module Dimension(mm) 895%1400x30 700x610x30 765x565%30 880x535x30 885x765%30 885x765x30

Module Weight(Kg) 3.9 4.7 4.75 5.1 6.2 7.5
150W~200W Specifications (STC)

Module CLM-150M CLM-150M CLM-165M CLM-190M CLM-200M

Peak Power Watts(Pmax/W) 150 150 165 190 200

Power Output Tolerance(W) 0~ +3%

Maximum Power Voltage(Vmp/V) 19.0 19.0 19.0 19.3 19.0

Maximum Power Current(Imp/A) 7.90 7.90 8.69 9.85 10.53

Open Circuit Voltage(Voc/V) 23.0 23.0 23.0 23.3 23.0

Short Circuit Current(lsc/A) 8.58 8.58 9.44 10.64 11.44

Module Dimension(mm) 1185x700x30 920x880x30 1010x880x30 1490x670%35 1560x700x35

Module Weight(Kg) 9.1 8.9 9.8 11.0 12.0

STC:Irradiance 1000W/m? Cell Temperature 25°C,Air Mass AM1.5.

*Measuring tolerance: +3%

Custom Solar Panel

Wanna own unique design and a custom solar panel? Let us know your specific requirements, and we will do the rest!

We work side by side with the research institute of photovoltaics to deliver novel technologies to the solar market. Our development and
manufacturing capabilities allow us to create one of a kind design, custom shaped and sized solar solutions. We offer different solar panel
designs for any product integration.

Couleenergy custom solar panels match not only all kinds of rooftops but also building-integrated applications, recreational vehicles,
yachts, parking garages, outdoor travel, transportation, lighting fixtures, and more other applications.
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